


1.  Position the arrow to point to ‘AGC’ on the SETUP menu by using the UP and 	
	 DOWN buttons.

2.  Select the mode you wish to operate by pressing the LEFT or RIGHT button.  	
	 As the level of gain increases, the screen gets brighter and the level of noise 	
	 also increases.

	  a HIGH:  The gain increases or decreases within the range of 6dB ~ 34dB.

	 a MIDDLE:  The gain increases or decreases within the range of 6dB ~ 30dB.

		 a LOW:  The gain increases or decreases within the range of 6dB ~ 18dB.

	 	a OFF:  The gain is fixed at 6dB.

3.  Press the SET button.  The BRIGHTNESS can 	be adjusted within the range 
		 of 1~70.

4.  Press the SET button when all the settings are complete.

	 AGC (Auto Gain Control)
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The background noise in the low light level decreases automatically as the level of 
gain changes.
1.  Position the arrow to point to ‘DNR’ on the SETUP menu by using the UP 	
	 and DOWN buttons.

2.  Select the mode you wish to operate by pressing the LEFT or RIGHT button.

	 a OFF:  There is no reduction of noise level.

		 a LOW:  There is a small reduction in noise level with almost no ghost image.

		 a MIDDLE:  The most effective mode.  There is a sufficient reduction in noise 	
				   levels without causing much ghost imaging.

	 	a HIGH:  The level of noise is reduced greatly, however there is an increase in 	
			  ghost imaging.

	 DNR (Digital Noise Reduction)

	Notes
	When AGC is turned off, DNR does not operate.•	
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SENS-UP helps maintain a bright, clear screen image by automatically detecting 
changes in the level of light in low light level conditions.
1.  Position the arrow to point to ‘SENS-UP’ on the SETUP menu by using  the 	
	 UP and DOWN buttons.

2.  Select the mode you wish to operate by pressing the LEFT or RIGHT button.
	  a AUTO:  Low light level auto mode.	 a OFF:  The function does not operate.	

3.  Press the SET button when all the settings are complete.

	 SENS-UP (Low illuminance)

Notes
	The maximum storage magnification in low light level can be adjusted by•	

	 pressing the SET button in ‘AUTO’ mode. (X2~X128)
	As the magnification increases, the screen gets brighter; moving object gets•	

	 more afterimage.
	If storage magnification is increased while SENS UP is operating, it may•	

	 cause noise, and spots may appear; however this is normal.

	Notes
	When SHUTTER is in the manual mode, SENS UP does not operate.•	
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1.  Position the arrow to point to ‘SPECIAL’ on the SETUP menu by using the UP 	
	 and DOWN buttons.

2.  Select the mode you wish to operate by pressing the UP or DOWN button.

	  a CAMERA ID:  If the ID is input, the camera ID appears on the monitor.
		   1)  Position the arrow to point to ‘CAMERA ID’ by using the UP or DOWN  
			   button. 
		   2)  Select ‘ON’ by pressing the LEFT or RIGHT button.

	 Special

Notes
	If ‘OFF’ is selected the ID does not appear on  •	
the monitor even if it has been input.
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		   3)	 Press the SET button.

			    4)	 Up to 15 letters can be used for the ID.
	 u Move the cursor to the letter you wish to choose by using the UP and
					    DOWN button.

	 v Select an ID from the characters provided by using the UP, DOWN,  
		  LEFT and RIGHT buttons.
	 w Lock in the letters by using the SET button.

When the letter is locked in, the cursor moves to the next space.•	
	 x Repeat the above to input the ID.

Notes
	If the wrong name has been input.....•	   
If you press the SET button after moving the cursor to CLR, all the letters 
will be erased.  If you want to correct a letter, move the cursor to the arrow 
at the bottom left of the screen and press ‘SET’.  Position the cursor above 
the letter you wish to correct, and then move the cursor onto the letter you 
wish to choose and press the SET button.

a CAMERA ID continued
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		   5)	 When a name has been chosen, select a position for the name display.
	 1.  Move the cursor onto ‘POS’ and then press the SET button.

	 2.  The name will appear at the top left  
		  hand corner. 			 

	 3.  Find the position you wish to display  
		  the name by using the 4 directional 
		  buttons, and then press the SET button.

			    6)	 Select ‘END’ and then press the SET button to complete ID input.

	 a COLOR (Electronic DAY & NIGHT):
		  - AUTO:  This camera has a function which electronically changes to the  
			   appropriate mode for daytime or night-time.  The COLOR mode is  
			   operated for daytime, and it converts to BW mode for night-time.
	 - ON:  The color mode is selected electronically.

a CAMERA ID continued
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	 a SYNC:  Two SYNCHRONIZATION modes are available INTERNAL and  
	 	 EXTERNAL LINE-LOCK.  In LINE-LOCK mode, it synchronizes the video  
		  signal between cameras without a synchronous generator.  The line- 
		  lock synchronization is only used in the areas of 60Hz (NTSC Models).
			   - INT:  Internal synchronization
		  - LL:  External line-lock synchronization

If you choose ‘LL’, you can adjust the desired phase.  Press the SET button.•	
You can adjust the desired phase from 0 to 359.•	

	 a MOTION DETECTION:  This product has a feature that allows you to observe 	
		  movements of objects in 4 different areas on the screen, and the words
		  ‘MOTION DETECTED’ appear on the screen when movement is detected; 	
		  hence a single individual can conduct supervision efficiently.  The camera  
		  detects an object’s movement by sensing disparity of outline, and level of 	
		  brightness and color.

Press the SET button.•	
	 - OFF:  MOTION DETECTION mode is cancelled.
	 - ON:  Any motion in the selected areas is observed.

Notes
	If AGC is OFF, you can’t select AUTO mode.•	
	When an infrared light is used, there may be a problem with focusing and •	
COLOR (DAY & NIGHT).

Notes
	When the power frequency is 50Hz, you can not use line-lock mode  •	
(NTSC Models).
	‘SYNC’ mode is fixed to ‘INT’ in DC 12V input power.•	

a COLOR continued
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Select the area you wish to observe from the 4 areas in ‘AREA SEL’ mode.•	
Select ON mode for the chosen area.•	
Adjust the size of the area to be observed by using the UP, DOWN, LEFT or •	
RIGHT button.

 

 
Press the SET button to save the changes and complete the setting.•	

 

	 a PRIVACY:  This mode conceals the areas you do not wish to appear on the	
		  screen.
	 - OFF:  Cancels the PRIVACY mode.
	 - ON:  Operates the PRIVACY mode.

Press the SET button.•	

Select the area you do not wish to appear from the 4 areas in AREA SEL •	
mode.
Select ON mode for the chosen area.•	
Adjust the size of the area to be concealed by using the UP, DOWN, LEFT •	
or RIGHT button.

Notes
	There is no ‘MOTION DETECTION’ output signal.  ‘MOTION DETECTION’ is on •	
screen display only words.

a MOTION DETECTION continued
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	 a MIRROR:
	 - ON:  Sets a horizontal image inversion.
	 - OFF:  Cancels the inversion.

	 a SHARPNESS:  The outline of the video image becomes cleaner and more 	
				    distinctive as the level of SHARPNESS increases.  If the level 	
				    goes up excessively, however, it may affect the video image 	
				    and generate noise.

Press the SET button.•	

The available range of level is 0 ~ 31.•	

	 a RESET:  Returns to the level which was set by the manufacturer for shipment.

	 a RETURN:  Returns to the SETUP menu.

Saves all the setting menus and then exits.

	 Exit
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If you have trouble operating your camera, refer to the following table.  If the  
guidelines do not enable you to solve the problem, contact Clinton Electronics 
Technical Support at 1-800-549-6393 or 815-633-1444.

Problem Solution

Nothing appears on 
the screen.

Check the power connection.•	
Check the video signal line connection.•	
Check the Brightness of Auto Iris lens.•	

The video image is not clear. Check if the lens is clean.  Clean the lens •	
with a clean cloth or brush.
Adjust the contrast feature of the monitor.•	
Make sure that the screen is not exposed •	
directly to a bright light.  Move the camera 
if necessary.

The screen is dark. Adjust the contrast feature of the monitor.•	
If you have an intermediate device, set the •	
75Ω/Hi-z properly, and check the terminals.
Adjust the brightness level of the Auto Iris •	
lens.
If you take the focus of the lens, adjust the •	
focus lever of the lens.

There is a problem with  
the camera operation.
The camera surface is too  
hot and black stripes  
appear on the screen.

Check if an appropriate power source to the •	
camera complies with the manufacturer’s 
standard requirement, or if the voltage 
keeps changing.

	 Troubleshooting
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Problem Solution

The MOTION DETECTION 
function is not working.

Check if ‘MOTION DETECTION’ mode is •	
turned on.
Check if the MD LEVEL is too low.•	
Check the setting of the MD AREA.•	

Colors are not quite right. Check the ‘WHITE BAL’ setting.•	

The screen is flickering. Check if the camera is facing directly into •	
sunlight or fluorescent light.

L/L mode isn’t able to be 
selected.

Have you connected your camera to DC •	
power source?  Connect it to AC power 
source.

L/L mode is not available. When using DC 12V input power, ‘SYNC’ •	
mode is fixed to ‘INT’.

COLOR (DAY & NIGHT) mode 
is not working.

Check if the AGC menu is set to the OFF •	
position.

SENS-UP function is not 
working.

Check if the AGC menu is set to the OFF •	
position.
Check the limit of SENS-UP AUTO mode.•	

	 Troubleshooting
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	 Specifications

Camera CE-VF775IR
Image Sensor 1/3 Inch SONY Super HAD CCD

Resolution 540 TVL

IR LEDs 33 pcs

Effective Pixels 768 (H) x 494 (V)

Scanning System 2:1 Interlace

S/N Ratio More than 50dB

Sync System Internal / Line Lock

Scanning Frequency 15.734 KHz (H), 59.94 Hz (V)

Minimum Illumination IR OFF 0.1 Lux / IR ON 0 Lux

Shutter Speed 1/60 ~ 1/100,000 sec.

Lens 2.8 ~ 12mm Lens Vari-Focal
(Externally Adjustable)

Video Output 1.0 Vp-p, 75Ω

Power Consumption Max. 650mA (DC12V) with IR LEDs ON
Max. 260mA (AC24V) with IR LEDs ON

Power Requirement DC12V / AC24V

Operating Temperature -20°F ~ 122°F

Operating Humidity Within 95% RH

Dimensions 8.96” (L) x 5.36” (H) x 2.88” (D)

Weight 3.2 lbs.
Information in this document is subject to change
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	 Dimensions
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